CARATTERISTICHE IMPIANTO BIOMETANO

TIPOLOGIA DI PROCESSO

Sostanza Secca 10-15 % 28-32 %
Tipo di processo (SS) semi - dry
42°C - 55°C

mesofilia - termofilia
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42°C - 55°C
mesofilia - termofilia

Temperatura di processo
Regime di processo

Consumo di acqua non necessario
Depuratore NON necessario

Numero di stadi uno o due
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Rischio insabbiamento presente assente

Concentrazione S.V./m3
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Produzione biogas 350 I/m 3

TIPOLOGIA DIGESTORE

Pianta del digestore circolare rettangolare
ridotta
ridotto

ridotti

Superficie richiesta
Volume richiesto
Costi di costruzione

Consumi | sswm | Tow/m®

I1 risultato di questa grande esperienza e:

WASTE TO METHANE S.R.L.
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CARATTERISTICHE IMPIANTO BIOMETANO

PROCESS TYPE

Dry Substance 10-15 % 28-32 %
Process type (SS) semi - dry
42°C - 55°C

mesophilic - thermophilic
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42°C - 55°C
mesophilic - thermophilic
NOT required
NOT required

Process temperature
Process procedure
Water consumption
Depurator

Phases number one or two

Coveringup risk likely unlikely

Concentration S.V./m3

Biogas production 350 I/m 3

DIGESTOR TYPE

Digestor piant circular rectangular

Surface required lesser
Volume required

lower
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Building costs
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The end result of this great experience is:

WASTE TO METHANE S.R.L.




